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Copyright  

COPYRIGHT NOTICE 

The information in this document is subject to change without prior notice in order to 

improve reliability, design and function and does not represent a commitment on the part 

of the manufacturer. 

In no event will the manufacturer be liable for direct, indirect, special, incidental, or 

consequential damages arising out of the use or inability to use the product or 

documentation, even if advised of the possibility of such damages. 

This document contains proprietary information protected by copyright. All rights are 

reserved. No part of this manual may be reproduced by any mechanical, electronic, or other 

means in any form without prior written permission of the manufacturer. 

TRADEMARKS  

All registered trademarks and product names mentioned herein are used for identification 

purposes only and may be trademarks and/or registered trademarks of their respective 

owners.  
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Manual Conv entions  
  

 

WARNING 

Warnings appear where overlooked details may cause damage to the 

equipment or result in personal injury. Warnings should be taken 

seriously. 

 

 

CAUTION 

Cautionary messages should be heeded to help reduce the chance of 

losing data or damaging the product.  

 

 

NOTE  

These messages inform the reader of essential but non-critical 

information. These messages should be read carefully as any directions 

or instructions contained therein can help avoid making mistakes. 
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Chapter  

1 

1 Introduction  
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1.1 Introduction  

 

Figure 1-1: IMB-H420 

The IMB-H420 is a microATX motherboard. It is powered by a Socket LGA1200 Intel® 

10/11th Core® i9/i7/i5/i3, Pentium® or Celeron® processor. It supports two 288-pin 2933 

MHz dual-channel unbuffered DDR4 SDRAM DIMMs slots supporting up to 64GB.  

The IMB-H420 includes DP, VGA and DVI-D for triple independent displays. It provides 

two 2.5GbE interfaces through the Intel® I225V/I226V controllers. Expansion and I/O 

include one PCIe x1 slot, one PCIe x16 slot, four SATA, one M.2 slots, ten COM ports, one 

LPT, one PS/2, eight USB 3.2 Gen 1 and six USB 2.0. 
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1.2 Features  

Some of the IMB-H420 motherboard features are listed below: 

Á LGA1200 socket supports 10th/11th generation IntelÈ CoreÊ i9/i7/i5/i3, 

PentiumÈ or CeleronÈ processor, up to 65W TDP 

Á Two 288-pin 2933 MHz dual-channel unbuffered DDR4 SDRAM DIMMs slots 

supporting up to 64GB  

Á Two IntelÈ I225V/ I226V 2.5GbE controller 

Á Triple independent display by VGA, DVI-D and Internal DP 

Á Four SATA 6Gb/s connectors  

Á Eight USB 3.2 Gen 1 ports, and six USB 2.0 

Á One PS/2 KB/MS 

Á One M.2 M-key 2242/2280 (PCIe Gen3 x2) 

Á 1 x PCIe Gen3 x16 slot  

Á 1 x PCIe Gen3 x1 slot 

Á Ten serial ports 

Á TPM 2.0 security function supported by PTT 

Á RoHS compliant 
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1.3 Connectors  

The connectors on the IMB-H420 are shown in the figure below.  

 

Figure 1-2: Connectors 
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1.4 Dimensions  

The main dimensions of the IMB-H420 are shown in the diagram below. 

 

Figure 1-3: IMB-H420 Dimensions (mm) 
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1.5 Data Flow  

Figure 1-4 shows the data flow between the system chipset, the CPU and other 

components installed on the motherboard. 

 

Figure 1-4: Data Flow Diagram 
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1.6 Technical Specifications  

The IMB-H420 technical specifications are listed 747Hbelow. 

Specification/Model  IMB-H420 

Form Factor microATX 

CPU Supported 
LGA1200 socket supports 10th/11th generation IntelÈ CoreÈ 

i9/i7/i5/i3, PentiumÈ or CeleronÈ processor, up to 65W TDP 

Chipset IntelÈ H420 / H420E 

Memory 
Two 288-pin 2933 MHz dual-channel unbuffered DDR4 

SDRAM DIMMs slots supporting up to 64GB 

Graphics Engine IntelÈ UHD Graphics 

Display Output 

1 x VGA (up to 1920 x 1080 @60Hz) 

1 x DVI-D (800 x 600 @60Hz by default, up to 1920 x 1080 

@60Hz) 

1 x Internal DP (up to 3840 x 2160 @60Hz) 

Ethernet Controllers 
LAN1: Intel@I225-V/I226-V controller 

LAN2: Intel@I225-V/I226-V controller 

Audio Realtek ALC888S HD Audio codec 

BIOS AMI UEFI BIOS 

Watchdog Timer Software programmable, support 1~255 sec. system reset 

Expansions 

1 x PCIe Gen3 x16 slot   

1 x PCIe Gen3 x1 slot   

1 x M.2 M key 2242/80 (PCIe Gen3 x2) 

I/O Interface Connectors 

Audio Connectors One internal audio connector (10-pin header) 

Chassis Intrusion One 2-pin header 

Digital I/O 8-bit digital I/O 

Ethernet Two RJ-45 GbE ports 
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Specification/Model  IMB-H420 

Fan 
1 x CPU smart fan (1x4 pin)  

1 x System smart fan (1x4 pin) 

Front Panel  
1 x Front Panel (2 x 7 pin, Power LED, HDD LED, Speaker, 

Power Button, Reset Button) 

I2C 1 x IĮC (1x4 pin) 

LAN LED 2 x LAN LED (1x2 pin) 

Serial ATA Four SATA 6Gb/s connectors 

Serial Ports 
10 x RS-232 (two 2x20 pin, two 2x5 pin, P=2.54) 

1 x LPT (2x13 pin) 

SMBus One 4-pin wafer connector 

USB Ports 
8 x USB 3.2 Gen 1 

6 x USB 2.0 

Environmental and Power Specifications 

Power Supply AT/ATX power supply 

Power Consumption 

3.3V@1.59A, 5V@10.18A, 12V@6.84A, 5VSB@0.23A (10th 

Gen. IntelÈ CoreÈ i9-10900E 2.80 GHz 65W CPU with 32GB 

2933MHz DDR4 memory, EUP enabled) 

Operating Temperature 0ÜC ~ 60ÜC 

Storage Temperature -30ÜC ~ 70ÜC 

Operating Humidity 5% ~ 95% (non-condensing) 

Physical Specifications 

Dimensions 244 mm x 244 mm 

Weight (GW/NW) 1200g / 680g 

Table 1-1: IMB-H420 Specifications 
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Chapter  

2 

2 Packing List  
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2.1 Anti -static Precautions  

 WARNING! 

Static electricity can destroy certain electronics. Make sure to follow the 

ESD precautions to prevent damage to the product, and injury to the 

user. 

Make sure to adhere to the following guidelines: 

Á Wear an anti-static wristband: Wearing an anti-static wristband can prevent 

electrostatic discharge. 

Á Self-grounding: Touch a grounded conductor every few minutes to 

discharge any excess static buildup. 

Á Use an anti-static pad: When configuring any circuit board, place it on an 

anti-static mat. 

Á Only handle the edges of the PCB: Don't touch the surface of the 

motherboard. Hold the motherboard by the edges when handling. 

2.2 Unpacking  Precautions  

When the IMB-H420 is unpacked, please do the following: 

Á Follow the anti-static guidelines above. 

Á Make sure the packing box is facing upwards when opening. 

Á Make sure all the packing list items are present. 
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2.3 Packing List  

 NOTE: 

If any of the components listed in the checklist below are missing, do 

not proceed with the installation. Contact the IEI reseller or vendor the 

IMB-H420 was purchased from or contact an IEI sales representative 

directly by sending an email to 326H378Hsales@ieiworld.com. 

The IMB-H420 is shipped with the following components: 

Quantity  Item and Part Number  Image 

1 IMB-H420 single board computer 

 

2 SATA cable 

 

1 I/O shielding 

 

mailto:sales@iei.com.tw
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Quantity  Item and Part Number  Image 

1 Quick installation guide 

 

Table 2-1: Packing List 

2.4 Optional Items  

The following are optional components which may be separately purchased: 

Item and Part Number  Image 

RS-232 cable, 400mm, 2*20 pin, P=2.54 

(P/N: 19800-014700-100-RS) 

 

RS-232 cable, 230mm, P=2.54 

(P/N: 19800-020100-100-RS) 

 

SATA power cable, MOLEX 5264-4P to SATA15P 

(P/N: 32102-000100-200-RS) 

 

Cooler module 

(P/N: CF-115XA-R10) 

 



 

 

IMB-H420 

Page 27 

Item and Part Number  Image 

Cooler module 

(P/N: CF-1156C-R20) 

 

Cooler module 

(P/N: CF-1156D-R30) 

 

Cooler module 

(P/N: CF-115XE-R10) 

 

Table 2-2: Optional Items 
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Chapter  

3 

3 Connectors  
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3.1 Peripheral Interface Connectors  

This chapter details all the peripheral interface connectors. 

3.1.1 IMB-H420 Layout  

The figures below show all the peripheral interface connectors. 

 

Figure 3-1: Peripheral Interface Connectors 
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3.1.2 Peripheral Interface Connectors  

The table below lists all the connectors on the board. 

Connector  Type  Label  

Clear CMOS jumper 2-pin header ME_RTC2 

Clear ME jumper 2-pin header ME_RTC1 

AT/ATX power mode setting switch 3-pin switch J_ATX_AT1 

Flash descriptor security override jumper 3-pin header J_FLASH1 

+12V power source connector 8-pin Molex power 

connector 

CPU12V1 

Battery connector 2-pin header BAT1 

24-pin ATX power source connector 24-pin connector ATX1 

Audio connector 10-pin header AUDIO1 

Digital I/O connector 10-pin socket DIO1 

Chassis status connector 2-pin header CHASSIS1 

CPU fan connector 4-pin wafer CPU_FAN1 

System fan connectors 4-pin wafer SYS_FAN1 

Front panel connector 14-pin header F_PANEL1 

LAN1 link LED connector 2-pin header LED_LAN1 

LAN2 link LED connector 2-pin header LED_LAN2 

Parallel port connector 26-pin box header LPT1 

RS-232 serial port connectors 40-pin box header COM1-4, COM7-

10, 

RS-232 serial port connectors 10-pin header COM5, COM6 

SATA 6Gb/s connectors 8-pin SATA connector S_ATA1, S_ATA2, 

S_ATA3, S_ATA4 

SMBus connector 4-pin wafer SMB1 

I2C connector (to EC) 4-pin wafer I2C1 

Trusted Platform Module connector 20-pin header TPM1 
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Connector  Type  Label  

Flash SPI ROM connector 6-pin header JSPI1 

Flash EC ROM connector 8-pin header JEC1 

Debug port connector 6-pin header DBG_PORT1 

EC debug port connector 6-pin header DEBUG_SPI1 

EC UART debug connector 4-pin header EC_UART1 

Internal DisplayPort connector DP DP1 

DIMM_A1, DIMM_B1 288-pin socket DDR4 DIMM slots 

M.2 M key 2242/2280 slot M-key slot M2_M1 

PCIe Gen3 x16 slot PCIe Slot PCIEX16_1 

PCIe Gen3 x4 slot PCIe Slot PCIE1 

Table 3-1: Peripheral Interface Connectors 

 

3.1.3 External Interface Panel Connectors  

The table below lists the connectors on the external I/O panel. 

Connector  Type  Label  

External HD Audio connector Audio jacks AUDIO_CV1 

External VGA female connector and DVI-D 

connector 

VGA, DVI U11 

External RJ-45 2.5GbE LAN and dual USB 3.2 

Gen 1 connector 

USB 3.2, RJ45 LAN1_USB1, 

LAN2_USB2 

External keyboard/mouse and dual USB 2.0 

connector 

USB 2.0, PS/2 K/M_USB1 

External quad-port USB 2.0 connector USB 2.0 USB_CN1 

External quad-port USB 3.2 Gen 1 connector USB3.2 CON_USB30 

Table 3-2: Rear Panel Connectors 
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3.3 Internal Peripheral Connectors  

The section describes all of the connectors on the IMB-H420. 

3.3.1 Clear CMOS Jumper  

CN Label:  ME_RTC2 

CN Type:  2-pin header, p=2.0 mm 

CN Location:  See Figure 3-2 

CN Pinouts:  See Table 3-3 

The ME_RTC2 is used for reset PCH registers in the RTC WELL to their default value. 

 

Figure 3-2: Clear CMOS Jumper Location 

 

Pin  Description  

Open 
Keep CMOS Setup 

(Normal Operation) 

Short Clear CMOS Setup 

Table 3-3: Clear CMOS Jumper Pinouts 
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3.3.2 Clear ME Jumper  

CN Label:  ME_RTC1 

CN Type:  2-pin header, p=2.0 mm 

CN Location:  See Figure 3-3 

CN Pinouts:  See Table 3-4 

The ME_RTC1 is used to reset potions of the Intel Converged Security and Management 

Engine. 

 

Figure 3-3: Clear ME Jumper Location 

 

Pin  Description  

Open Keep RTC (default) 

Short Clear RTC 

Table 3-4: Clear ME Jumper Pinouts 
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3.3.3 AT/ATX Power Mode Setting Switch  

CN Label:  J_ATX_AT1  

CN Type:  3-pin switch 

CN Location:  See 78Figure 3-4 

CN Pinouts:  See Table 3-5 

The AT/ATX power mode selection is made through the AT/ATX power mode switch. 

 

Figure 3-4: AT/ATX Power Mode Switch Locations 

Pin  Description  Pin  Description  

Short 1К2 ATX Power Mode (default) Short 2К3 AT Power Mode 

Table 3-5: AT/ATX Power Mode Switch Settings 
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3.3.4 Flash Descriptor Security Override Jumper  

CN Label:  J_FLASH1  

CN Type:  3-pin header, p=2.0 mm 

CN Location:  See Figure 3-5 

CN Pinouts:  See Table 3-6 

The J_FLASH1 connector is used for Flash Descriptor Security Override. 

 

 Figure 3-5: Flash Descriptor Override Setting Jumper Location 

 

 

 

 

 

 

To update the ME firmware, please follow the steps below. 

Step 1:  Before turning on the system power, short the Flash Descriptor Security 

Override jumper. 

PIN NO. DESCRIPTION 

Short 1 - 2  Disable (default) 

Short 2 - 3  Enable 

Table 3-6: Flash Descriptor Override Setting Jumper Pinouts 
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Step 2:  Update the BIOS and ME firmware, and then turn off the system power. 

Step 3:  Remove the metal clip on the Flash Descriptor Security Override jumper to its 

default setting. 

Step 4:  Restart the system. The system will reboot 2 ~ 3 times to complete the ME 

firmware update. 

3.3.5 CPU 12V Power  Connector  

CN Label:  CPU12V1 

CN Type:  8-pin Molex power connector, p=4.2mm 

CN Location:  See Figure 3-6 

CN Pinouts:  See Table 3-7 

This connector provides power to the CPU. 

 

Figure 3-6: CPU 12V Power Connector Location 

 
 

PIN NO.  DESCRIPTION  PIN NO.  DESCRIPTION  

1 GND 5 +12V 

2 GND 6 +12V 
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PIN NO.  DESCRIPTION  PIN NO.  DESCRIPTION  

3 GND 7 +12V 

4 GND 8 +12V 

Table 3-7: CPU 12V Power Connector Pinouts  

 

3.3.6 ATX Power Connector  

CN Label:  ATX1 

CN Type:  24-pin connector, p=4.2 mm 

CN Location:  See Figure 3-7 

CN Pinouts:  See Table 3-8 

The ATX power connector connects to an ATX power supply. 

 

Figure 3-7: ATX Power Connector Location 

 
Pin  Description  Pin  Description  

1 +3.3V 13 +3.3V 

2 +3.3V 14 -12V 

3 GND 15 GND 
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Pin  Description  Pin  Description  

4 +5V 16 PS_ON 

5 GND 17 GND 

6 +5V 18 GND 

7 GND 19 GND 

8 Power good 20 -5V 

9 5VSB 21 +5V 

10 +12V 22 +5V 

11 +12V 23 +5V 

12 +3.3V 24 GND 

Table 3-8: ATX Power Connector Pinouts 

3.3.7 Battery Connector  

 CAUTION: 

Risk of explosion if battery is replaced by an incorrect type. Only 

certified engineers should replace the on-board battery. 

Dispose of used batteries according to instructions and local 

regulations. 

 

 NOTE: 

It is recommended to attach the RTC battery onto the system chassis in 

which the IMB-H420 is installed. 

 
 
 

CN Label:  BAT1 

CN Type:  2-pin header, p=1.25 mm 

CN Location:  See Figure 3-8 

CN Pinouts:  See Table 3-9 
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A system battery is placed in the battery holder. The battery provides power to the system 

clock to retain the time when power is turned off. 

 

Figure 3-8: Battery Connector Location 

 
Pin  Description  Pin  Description  

1 VBATT 2 GND 

Table 3-9: Battery Connector Pinouts 
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3.3.8 Audio Connector  

CN Label:  AUDIO1 

CN Type:  10-pin header, p=2.54 mm 

CN Location:  See Figure 3-9 

CN Pinouts:  See Table 3-10 

This connector connects to speakers, a microphone and an audio input. 

 

Figure 3-9: Audio Connector Location 

Pin  Description  Pin  Description  

1  LMIC2ǬL  2  AUD_GND  

3  LMIC2ǬR  4  PRESENCE#  

5  LLINE2ǬR  6  MIC2ǬJD  

7  FRONTǬIO  8  NC  

9  LLINE2ǬL  10  LINE2ǬJD  

Table 3-10: Audio Connector Pinouts 
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3.3.9 Digital I/O Connector  

CN Label:  DIO1 

CN Type:  10-pin header, p=2.0 mm 

CN Location:  See Figure 3-10 

CN Pinouts:  See Table 3-11 

The Digital I/O connector provides programmable input and output for external devices.  

 

Figure 3-10: Digital I/O Connector Location 

 
Pin  Description  Pin  Description  

1 GND 2 VCC 

3 Output 5 4 Output 4 

5 Output 3 6 Output 2 

7 Output 1 8 Output 0 

9 Input 5 10 Input 4 

11 Input 3 12 Input 2 

13 Input 1 14 Input 0 

Table 3-11: Digital I/O Connector Pinouts 
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3.3.10 Chassis Intrusion Connector  

CN Label:  CHASSIS1 

CN Type:  2-pin header, p=2.54 mm 

CN Location:  See 78Figure 3-11 

CN Pinouts:  See Table 3-12 

The chassis intrusion connector is for a chassis intrusion detection sensor or switch that 

detects if a chassis component is removed or replaced. 

 

Figure 3-11: Chassis Intrusion Connector Location 

 
Pin  Description  Pin  Description  

1 +3.3VSB 2 CHASSIS OPEN 

Table 3-12: Chassis Intrusion Connector Pinouts 
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3.3.11 Fan Connector (CPU)  

CN Label:  CPU_FAN1 

CN Type:  4-pin wafer, p=2.54 mm 

CN Location:  See Figure 3-12 

CN Pinouts:  See Table 3-13 

The fan connector attaches to a CPU cooling fan. 

 

Figure 3-12: CPU Fan Connector Location 

 

 

Table 3-13: CPU Fan Connector Pinouts 

Pin  Description  Pin  Description  

1 GND 3 FANIO 

2 +12V 4 PWM 
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3.3.12 Fan Connectors (System)  

CN Label:  SYS_FAN1 

CN Type:  4-pin wafer, p=2.54 mm 

CN Location:  See Figure 3-13 

CN Pinouts:  See Table 3-14 

Fan connector attaches to a system cooling fan. The fan connector provides smart fan 

function. 

 

Figure 3-13: System Fan Connector Locations 

Pin  Description  Pin  Description  

1 GND 3 FANIO 

2 +12V 4 PWM 

Table 3-14: System Fan Connector Pinouts 
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3.3.13 Front Panel Connector  

CN Label:  F_PANEL1 

CN Type:  14-pin header, p=2.54 mm 

CN Location:  See Figure 3-14 

CN Pinouts:  See Table 3-15 

The front panel connector connects to the indicator LEDs and buttons on the computer's 

front panel. 

 

Figure 3-14: Front Panel Connector Location 

Function  Pin  Description  Pin  Description   

PWR LED 

1 +5V 2 BEEP_PWR 

SPKR 
3 NC 4 NC 

5 GND 6 NC 

PWR BTN 
7 PWRBTN_SW# 8 PC_BEEP 

9 GND 10 NC  

HDD LED 11 +5V 12 EXTRST- RESET 
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13 SATA_LED# 14 GND 

Table 3-15: Front Panel Connector Pinouts 

3.3.14 LAN Link LED Connector  

CN Label:  LED_LAN1 , LED_LAN2  

CN Type:  2-pin header, p=2.00 mm 

CN Location:  See 78Figure 3-15 

CN Pinouts:  See 788HTable 3-16 and Table 3-17 

The LAN LED connectors are used to connect to the LAN LED indicators on the chassis to 

indicate users the link activities of the two LAN ports.     

 

Figure 3-15: LAN LED Connector Locations 

 
Pin  Description  

1 +3.3V 

2 I225_LINK_ACT_N_1 

Table 3-16: LAN1 LED Connector (JLAN_LED1) Pinouts 
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Pin  Description  

1 +3.3V 

2 I225_LINK_ACT_N_2 

Table 3-17: LAN2 LED Connector (JLAN_LED 2) Pinouts 

 

3.3.15 Parallel Port Connector  

CN Label:  LPT1 

CN Type:  26-pin box header, p=2.54 mm 

CN Location:  See Figure 3-16 

CN Pinouts:  See Table 3-18 

The parallel port connector connects to a parallel port connector interface or some other 

parallel port device such as a printer.  

 

Figure 3-16: Parallel port connector Location 
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Pin  Description  Pin  Description  

1 STB 2 SIO_AFD# 

3 RPD0 4 SIO_ERR# 

5 RPD1 6 SIO_INIT# 

7 RPD2 8 SIO_SLIN# 

9 RPD3 10 GND 

11 RPD4 12 GND 

13 RPD5 14 GND 

15 RPD6 16 GND 

17 RPD7 18 GND 

19 SIO_ACK# 20 GND 

21 SIO_BUSY 22 GND 

23 SIO_PE 24 GND 

25 SIO_SLCT 26 NC 

Table 3-18: Parallel port connector Pinouts 
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3.3.16 RS-232 Serial Port Connect ors  

CN Label:  COM1-4 

CN Type:  40-pin box header, p=2.54 mm 

CN Location:  See Figure 3-17 

CN Pinouts:  See Table 3-19 

Each of these connectors provides RS-232 communications.  

 

 

Figure 3-17: RS-232 Connector Location 

 
Pin  Description  Pin  Des cription  

1 DCD1 2 DSR1 

3 RXD1 4 RTS1 

5 TXD1 6 CTS1 

7 DTR1 8 RI1 

9 GND1 10 GND1 

11 DCD2 12 DSR2 

13 RXD2 14 RTS2 

15 TXD2 16 CTS2 
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Pin  Description  Pin  Des cription  

17 DTR2 18 RI2 

19 GND2 20 GND2 

21 DCD3 22 DSR3 

23 RXD3 24 RTS3 

25 TXD3 26 CTS3 

27 DTR3 28 RI3 

29 GND3 30 GND3 

31 DCD4 32 DSR4 

33 RXD4 34 RTS4 

35 TXD4 36 CTS4 

37 DTR4 38 RI4 

39 GND4 40 GND4 

Table 3-19: RS-232 Connector Pinouts   
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3.3.17 RS-232 Serial Port Connect ors  

CN Label:  COM7-10 

CN Type:  40-pin box header, p=2.54 mm 

CN Location:  See Figure 3-18 

CN Pinouts:  See Table 3-20 

Each of these connectors provides RS-232 communications.  

 

 

Figure 3-18: RS-232 Connector Location 

 
Pin  Description  Pin  Description  

1 DCD7 2 DSR7 

3 RXD7 4 RTS7 

5 TXD7 6 CTS7 

7 DTR7 8 RI7 

9 GND7 10 GND7 

11 DCD8 12 DSR8 

13 RXD8 14 RTS8 
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Pin  Description  Pin  Description  

15 TXD8 16 CTS8 

17 DTR8 18 RI8 

19 GND8 20 GND8 

21 DCD9 22 DSR9 

23 RXD9 24 RTS9 

25 TXD9 26 CTS9 

27 DTR9 28 RI9 

29 GND9 30 GND9 

31 DCD10 32 DSR10 

33 RXD10 34 RTS10 

35 TXD10 36 CTS10 

37 DTR10 38 RI10 

39 GND10 40 GND10 

Table 3-20: RS-232 Connector Pinouts   
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3.3.18 RS-232 Serial Port Connect ors  

CN Label:  COM5, COM6 

CN Type:  10-pin box header, p=2.54 mm 

CN Location:  See Figure 3-19 

CN Pinouts:  See Table 3-21 

Each of these connectors provides RS-232 communications.  

 

 

Figure 3-19: RS-232 Connector Location 

 
Pin  Description  Pin  Description  

1 DCD 2 DSR 

3 RXD 4 RTS 

5 TXD 6 CTS 

7 DTR 8 RI 

9 GND 10 GND 

Table 3-21: RS-232 Connector Pinouts   
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3.3.19 SATA 6Gb/s Connectors  

CN Label:  S_ATA1, S_ATA2, S_ATA3, S_ATA4 

CN Type:  8-pin SATA connector 

CN Location:  See Figure 3-20 

CN Pinouts:  See Table 3-22 

The SATA drive connectors can be connected to SATA drives and support up to 6Gb/s 

data transfer rate. 

 

Figure 3-20: SATA 6Gb/s Connectors Location 

 

 

Pin  Description  Pin  Descrip tion  

1 GND 5 SATA_RXǬ 

2 SATA_TX+ 6 SATA RX+ 

3 SATA_TXǬ 7 GND 

4 GND 8 N/C 

Table 3-22: SATA 6Gb/s Connectors Pinouts 
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3.3.20 I2C Connector  

CN Label:  I2C1 

CN Type:  4-pin wafer, p=1.25 mm 

CN Location:  See Figure 3-21 

CN Pinouts:  See Table 3-23 

The I2C connector is used to connect I2C-bus devices to the mainboard. 

 

Figure 3-21: I2C Connector Location 

 

 

Pin  Description  Pin  Description  

1 GND 3 I2C_CLK 

2 I2C_DAT 4 +5V 

Table 3-23: I²C Connector Pinouts 
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3.3.21 SMBus  Connector  

CN Label:  SMB1 

CN Type:  4-pin wafer, p=1.25 mm 

CN Location:  See Figure 3-22 

CN Pinouts:  See Table 3-24 

The SMBus (System Management Bus) connector provides low-speed system 

management communications. 

 

Figure 3-22: SMBus Connector Location 

 

Pin  Description  

1 GND 

2 SMB_DATA 

3 SMB_CLK 

4 +5V 

Table 3-24: SMBus Connector Pinouts 
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3.3.22 Trusted Platform Module Connector  

CN Label:  TPM1 

CN Type:  20-pin header, p=1.27 mm 

CN Location:  See Figure 3-23 

CN Pinouts:  See Table 3-25 

The TPM1 connector is used to the trusted platform module. 

 

 

Figure 3-23: Trusted Platform Module Connector Location 

 
Pin  Description  Pin  Description  

1 NC 2 SPI_CS#0 

3 SPI_TPM_GPIO 4 SPI_CS#1 

5 GND 6 +3.3V 

7 SPI_CLK 8 SPI_IO2 

9 SPI_IO3 10 SPI_SO 

11 SPI_HOLD 12 SPI_SI 

13 SPI_CS#2 14 GND 
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Pin  Description  Pin  Description  

15 SPI_WP 16 SERIRQ 

17 SPI_PIRQ 18 +3.3V 

19 PLTRST# 20 NC 

Table 3-25: Trusted Platform Module Connector Pinouts   

3.3.23 Flash SPI ROM Connector  

CN Label:  JSPI1 

CN Type:  6-pin header, p=1.25 mm 

CN Location:  See Figure 3-24 

CN Pinouts:  See Table 3-26 

The Flash SPI ROM connector is used to flash the SPI ROM. 

 

Figure 3-24: Flash SPI ROM Connector Location 

 

Pin  Description  Pin  Description  

1 +3.3V 4 SPI_CLK 

2 SPI_CS# 5 SPI_SI 

3 SPI_SO 6 GND 

Table 3-26: Flash SPI ROM Connector Pinouts 
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3.3.24 Flash EC ROM Connector  

CN Label:  JEC1 

CN Type:  8-pin header, p=1.27 mm 

CN Location:  See Figure 3-25 

CN Pinouts:  See Table 3-27 

The Flash EC ROM connector is used to flash the EC ROM. 

 

Figure 3-25: Flash EC ROM Connector Location 

 
Pin  Description  Pin  Description  

1  VCC3.3 2 SPI_CS# 

3  SPI_SO 4 NC 

5 EC_DET_FLASH 6 SPI_CLK 

7 GND 8 SPI_SI 

Table 3-27: Flash EC ROM Connector Pinouts 
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3.3.25 Debug Port  Conn ector  

CN Label:  DBG_PORT1 

CN Type:  6-pin header,  p=2.0 mm 

CN Location:  See Figure 3-26 

CN Pinouts:  See Table 3-28 

The DBG_PORT1 is used for monitoring the motherboard startup process with debug card. 

 

Figure 3-26: Debug Port  Connector Location 
  

Pin  Description  Pin  Description  

1  +5V 2 SMCLK1_EC 

3  NC 4 SMDAT1_EC 

5 GND 6 PLTRST_N 

Table 3-28: Debug Port  Connector Pinouts 
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3.3.26 EC Debug Port Connector  

CN Label:  DEBUG_SPI1 

CN Type:  5-pin header, P=2.0 

CN Location:  See Figure 3-27 

CN Pinouts:  See Table 3-29 

The EC debug port connector is used for EC debug (with SPI protocol). 

 

Figure 3-27: EC Debug Connector Location 
  

Pin  Description  Pin  Description  

1  GND 4 EDIDI 

2 EDICS 5 EDIDO 

3  EDICLK   

Table 3-29: EC Debug Connector Pinouts 



 

 

IMB-H420 

Page 62 

3.3.27 EC UART Debug Connector  

CN Label:  EC_UART1 

CN Type:  4-pin wafer, P=2.0 

CN Location:  See Figure 3-28 

CN Pinouts:  See Table 3-30 

The EC UART debug port connector is used for EC debug (with UART protocol). 

 

Figure 3-28: EC UART Debug Connector Location 
  

Pin  Description  Pin  Description  

1  UART_TX 3 UART_RX 

2 VCC3.3 4 GND 

Table 3-30: EC UART Debug Connector Pinouts 
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3.3.28 Internal DisplayPort Connector  

CN Label:  DP1 

CN Type:  DisplayPort 

CN Location:  See Figure 3-29 

The DP1 connects to a display device with DisplayPort interface.  

 

Figure 3-29: Internal DisplayPort Connector Location 

3.3.29 M.2 M-key Slot   

CN Label:  M2_M1 

CN Type:  M-key slot 

CN Location:  See Figure 3-30 

CN Pinouts:  See Table 3-31 

The M.2 2242/2280 slot is keyed in the M position.  
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Figure 3-30: M.2 M-key Slot Location 

 

Pin  Description  Pin  Description  

1 GND 2 +3.3V 

3 GND 4 +3.3V 

5   PCIE_4_RX_DN 6 N/C 

7  PCIE_4_RX_DP 8 N/C 

9 GND 10 NGFF1_ACT_N 

11 PCIE_TX_DN4 12 +3.3V 

13 PCIE_TX_DP4 14 +3.3V 

15 GND 16 +3.3V 

17 PCIE_3_RX_DN 18 +3.3V 

19 PCIE_3_RX_DP 20 N/C 

21 GND 22 N/C 

23 PCIE_TX_DN3 24 N/C 

25 PCIE_TX_DP3 26 N/C 

27 GND 28 N/C 
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Pin  Description  Pin  Description  

29  PCIE_2_RX_DN 30 N/C 

31 PCIE_2_RX_DP 32 N/C 

33 GND 34 N/C 

35 PCIE_TX_DN2 36 N/C 

37 PCIE_TX_DP2 38 M_2_SSD_SLP 

39 GND 40 N/C 

41 PCIE_1_RX_DN 42 N/C 

43 PCIE_1_RX_DP 44 N/C 

45 GND 46 N/C 

47 PCIE_TX_DN1 48 N/C 

49 PCIE_TX_DP1 50 PLT_RST_N 

51 GND 52 SRCCLKREQB_17_N 

53 PCIE_CLK_DN17 54 NC 

55 PCIE_CLK_DP17 56 N/C 

57 GND 58 N/C 

59 N/C 60 N/C 

61 N/C 62 N/C 

63 N/C 64 N/C 

65 N/C 66 N/C 

67 N/C 68 NC 

69 PEDET 70 +3.3V 

71 GND 72 +3.3V 

73 GND 74 +3.3V 

75 GND   

Table 3-31: M.2 M-key Connector Pinouts 
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3.3.30 PCIe Gen3 x16 Slot  

CN Label:  PCIEX16_1 

CN Type:  PCIe x16 slot  

CN Location:  See Figure 3-31 

The PCIe x16 expansion card slot ar for PCIe x16 expansion cards.  

 

Figure 3-31: PCIe x16 Slot Location 
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3.3.31 PCIe Gen3 x4 Slot  

CN Label:  PCIE1 

CN Type:  PCIe x4 slot 

CN Location:  See Figure 3-32 

 

The PCIe x4 expansion card slot is for PCIe x4 expansion card. 

 

 

Figure 3-32: PCIe x4 Slot Location 



 

 

IMB-H420 

Page 68 

3.3.32 DDR4 DIMM Sockets  

CN Label:  DIMM _A1, DIMM _B1 

CN Type:  288-pin socket    

CN Location:  See Figure 3-33 

The DIMM slots are for DDR4 DIMM memory modules. 

 

Figure 3-33: DDR4 DIMM Sockets Location 



 

 

IMB-H420 

Page 69 

3.4 External Peripheral Interface Conn ector Panel  

The figure below shows the external peripheral interface connector (EPIC) panel. The EPIC panel 

consists of the following: 

 

Figure 3-34: External Peripheral Interface Connector 

3.4.1 External HD Audi o Connector  

CN Label:  AUDIO_CV1 

CN Type:  Audio jacks 

CN Location:  See Figure 3-35 

CN Pinouts:  See Table 3-32 

The audio jacks connect to external audio devices. 

 

Figure 3-35: External HD Audio connector 
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Pin  Description  

Line-in 

(Blue) 

CD/DVD or other audio source input port 

Line-out 

(Green) 

Connect this port to headphone or speaker 

Microphone 

(Pink) 

Connect this port to microphone 

Table 3-32: External HD Audio connector Pinouts 

3.4.2 External VGA Female Connector and DVI -D Connector  

CN Label:  U11 

CN Type:  VGA, DVI 

CN Location:  See Figure 3-36 

CN Pinouts:  See Table 3-33 and Table 3-34 

The DVI1 connector include VGA and DVI device. 

 

Figure 3-36: VGA and DVI-I connector 

The VGA connector connects to VGA device.  

Pin  Description  Pin  Description  

1 BR 9 CRT_VCC 

2 BG 10 CRT_PLUG# 

3 BB 11 NC 

4 NC 12 VGA_SDA 

5 GND 13 5HSYNC 

6 GND 14 5VSYNC 



 

 

IMB-H420 

Page 71 

Pin  Description  Pin  Description  

7 GND 15 VGA_SCL 

8 GND   

Table 3-33: External VGA Connector Pinouts 
 

The DVI connector connects to DVI device.  

Pin  Description  Pin  Description  

1 HDMI_DATA2#1_L 15 SHIELD_GND 

2 HDMI_DATA2-1_L 16 HDMIC_OB_HPD 

3 SHIELD_GND 17 HDMI_DATA0#1_L 

4 NC 18 HDMI_DATA0-1_L 

5 NC 19 SHIELD_GND 

6 HDMIC_OB_SCL 20 NC 

7 HDMIC_OB_SDA 21 NC 

8 NC 22 SHIELD_GND 

9 HDMI_DATA1#1_L 23 HDMI_CLK-1_L 

10 HDMI_DATA1-1_L 24 HDMI_CLK#-1_L 

11 SHIELD_GND 25 SHIELD_GND 

12 NC 26 SHIELD_GND 

13 NC 27 SHIELD_GND 

14 +5V 28 SHIELD_GND 

Table 3-34: External DVI-I Connector Pinouts 

3.4.3 External RJ -45 LAN and Dual USB 3.2 Gen 1 Connector  

CN Label:  LAN1_USB1 , LAN2_USB2 

CN Type:  USB 3.2, RJ45 

CN Location:  See Figure 3-37 

CN Pinouts:  See Table 3-35 and Table 3-36 

The LAN1_USB1 and LAN2_USB2 include dual USB 3.2 Gen 2 (10Gb/s) and one 2.5GbE 

RJ-45. 
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Figure 3-37: USB 3.2 and RJ45 Connector 

The USB 3.2 connector.  

Pin  Description  Pin  Description  

1 VCC 10 VCC 

2 USB_DATA- 11 USB_DATA- 

3 USB_DATA+ 12 USB_ DATA+ 

4 GND 13 GND 

5 USB3_RX- 14 USB3_RX- 

6 USB3_RX+ 15 USB3_ RX+ 

7 GND 16 GND 

8 USB3_TX- 17 USB3_TX- 

9 USB3_TX+ 18 USB3_TX+ 

Table 3-35: USB 3.2 Port Pinouts 

The 2.5GbE RJ-45 connector.  

PIN  DESCRIPTION  PIN  DESCRIPTION  

20 LAN1_MDI0P 24 LAN1_MDI2P 

21 LAN1_MDI0N 25 LAN1_MDI2N 

22 LAN1_MDI1P 26 LAN1_MDI3P 

23 LAN1_MDI1N 27 LAN1_MDI3N 

Table 3-36: Dual RJ45 Pinouts 
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3.4.4 External Keyboard/mouse and Dual USB 2.0 Connector  

CN Label:  K/M_USB1 

CN Type:  USB 2.0, PS/2 

CN Location:  See Figure 3-38 

CN Pinouts:  See Table 3-37 

The K/M_USB1 include dual USB 2.0 and one PS/2. 

 

Figure 3-38: External keyboard/mouse and dual USB 2.0 connector 

The USB 2.0 connector.  

Pin  Description  Pin  Description  

1 GND 8 VBUS10_5 

2 USB_DATA4+ 9 GND 

3 USB_DATA4- 10 KDAT_C 

4 VBUS10_4 11 MDAT_C 

5 GND 12 +5V_KBMS 

6 USB_DATA5+ 13 KCLK_C 

7 USB_DATA5- 14 MCLK_C 

1 GND 8 VBUS10_5 

2 USB_DATA4+ 9 GND 

Table 3-37: USB 2.0 Port Pinouts 
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3.4.5 External Quad-port USB 2.0 Connector  

CN Label:  USB_CN1 

CN Type:  USB 2.0 

CN Location:  See Figure 3-39 

CN Pinouts:  See Table 3-38 

The external USB2.0 connectors.  

 

Figure 3-39: USB 2.0 Connectors 

Pin  Description  Pin  Description  

1 VCC 10 VCC 

2 USB_DATA- 11 USB_DATA- 

3 USB_DATA+ 12 USB_ DATA+ 

4 GND 13 GND 

5 USB3_RX- 14 USB3_RX- 

6 USB3_RX+ 15 USB3_ RX+ 

7 GND 16 GND 

8 USB3_TX- 17 USB3_TX- 

9 USB3_TX+ 18 USB3_TX+ 

Table 3-38: USB 2.0 Port Pinouts 

3.4.6 External Quad-port USB 3.2 Gen 1 Connector  

CN Label:  CN_USB30 

CN Type:  USB 3.2 
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CN Location:  See Figure 3-40 

CN Pinouts:  See Table 3-39 

The external USB 3.2 Gen 1 connectors.  

 

Figure 3-40: USB 3.2 Gen 1 Connectors 

Pin  Description  Pin  Description  

1 VCC 10 VCC 

2 USB_DATA- 11 USB_DATA- 

3 USB_DATA+ 12 USB_ DATA+ 

4 GND 13 GND 

5 USB3_RX- 14 USB3_RX- 

6 USB3_RX+ 15 USB3_ RX+ 

7 GND 16 GND 

8 USB3_TX- 17 USB3_TX- 

9 USB3_TX+ 18 USB3_TX+ 

Table 3-39: USB 3.2 Gen 1 Port Pinouts 
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Chapter  

4 

4 Installation  
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4.1 Anti -static Precautions  

 WARNING:  

Failure to take ESD precautions during the installation of the IMB-H420 

may result in permanent damage to the IMB-H420 and severe injury to 

the user.  

Electrostatic discharge (ESD) can cause serious damage to electronic components, 

including the IMB-H420. Dry climates are especially susceptible to ESD. It is therefore 

critical that whenever the IMB-H420 or any other electrical component is handled, the 

following anti-static precautions are strictly adhered to. 

Á Wear an anti-static wristband: Wearing a simple anti-static wristband can 

help to prevent ESD from damaging the board. 

Á Self-grounding: Before handling the board touch any grounded conducting 

material. During the time the board is handled, frequently touch any 

conducting materials that are connected to the ground. 

Á Use an anti-static pad: When configuring the IMB-H420, place it on an anti-

static pad. This reduces the possibility of ESD damaging the IMB-H420. 

Á Only handle the edges of the PCB: When handling the PCB, hold the PCB 

by the edges. 

4.2 Internal Peripheral Device Connections  

This section outlines the installation of peripheral devices to the onboard connectors. 

4.2.1 SATA Drive Connection  

The IMB-H420 is shipped with two SATA drive cables. To connect the SATA drives to the 

connectors, please follow the steps below. 

Step 1:  Locate the connectors. The locations of the SATA drive connectors are shown 

in Chapter 3. 
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Step 2:  Insert the cable connector. Insert the cable connector into the on-board SATA 

drive connector until it clips into place. See Figure 4-1. 

 

Figure 4-1: SATA Drive Cable Connection 

Step 3:  Connect the cable to the SATA disk. Connect the connector on the other end 

of the cable to the connector at the back of the SATA drive. See Figure 4-2. 

Step 4:  Connect the SATA power cable. Connect the SATA power connector to the 

back of the SATA drive. See Figure 4-2. Step 0:  
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Figure 4-2: SATA Power Drive Connection 

The SATA power cable can be bought from IEI. See Optional Items in Section 2.4. 
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4.3 Installation Considerations  

 NOTE: 

The following installation notices and installation considerations should 

be read and understood before installation. All installation notices must 

be strictly adhered to. Failing to adhere to these precautions may lead 

to severe damage and injury to the person performing the installation. 

 

 WARNING:  

The installation instructions described in this manual should be carefully 

followed in order to prevent damage to the components and injury to the 

user. 

Before and during the installation please DO the following: 

Á Read the user manual: 

o The user manual provides a complete description of the IMB-H420 

installation instructions and configuration options. 

Á Wear an electrostatic discharge cuff (ESD): 

o Electronic components are easily damaged by ESD. Wearing an ESD 

cuff removes ESD from the body and helps prevent ESD damage. 

Á Place the IMB-H420 on an anti-static pad: 

o When installing or configuring the motherboard, place it on an anti-static 

pad. This helps to prevent potential ESD damage. 

Á Turn all power to the IMB-H420 off: 

o When working with the IMB-H420, make sure that it is disconnected from 

all power supplies and that no electricity is being fed into the system. 

Before and during the installation of the IMB-H420, DO NOT: 
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Á Remove any of the stickers on the PCB board. These stickers are required 

for warranty validation. 

Á Use the product before verifying all the cables and power connectors are 

properly connected. 

Á Allow screws to come in contact with the PCB circuit, connector pins, or its 

components. 

4.4 Socket LGA1200 CPU Installation  

 WARNING:  

CPUs are expensive and sensitive components. When installing the 

CPU please be careful not to damage it in anyway. Make sure the CPU 

is installed properly and ensure the correct cooling kit is properly 

installed. 

DO NOT touch the pins at the bottom of the CPU. When handling the 

CPU, only hold it on the sides. 

To install the CPU, follow the steps below. 

Step 1:  Disengage the load lever by pressing the lever down and slightly outward to 

clear the retention tab. Fully open the lever. See Figure 4-3. 
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Figure 4-3: Disengage the CPU Socket Load Lever 

Step 2:  Open the socket and remove the protective cover. The black protective 

cover can be removed by pulling up on the tab labeled "Remove". See 

Figure 4-4. 

 

Figure 4-4: Remove Protective Cover 
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Step 3:  Inspect the CPU socket. Make sure there are no bent pins and make sure the 

socket contacts are free of foreign material. If any debris is found, remove it 

with compressed air. 

Step 4:  Orientate the CPU properly. The contact array should be facing the CPU 

socket. 

 WARNING: 

DO NOT touch the pins at the bottom of the CPU. When handling the 

CPU, only hold it on the sides. 

Step 5:  Correctly position the CPU. Match the Pin 1 mark with the cut edge on the 

CPU socket.  

Step 6:  Align the CPU pins. Locate pin 1 and the two orientation notches on the CPU. 

Carefully match the two orientation notches on the CPU with the socket 

alignment keys. 

Step 7:  Insert the CPU. Gently insert the CPU into the socket. If the CPU pins are 

properly aligned, the CPU should slide into the CPU socket smoothly. See 

Figure 4-5. 
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Figure 4-5: Insert the Socket LGA1200 CPU 

Step 8:  Close the CPU socket. Close the load plate and pull the load lever back a little 

to have the load plate be able to secure to the knob. Engage the load lever by 

pushing it back to its original position (Figure 4-6). There will be some 

resistance, but will not require extreme pressure. 

 

  

Figure 4-6: Close the Socket LGA1200 

Step 9:  Connect the 12 V power to the board. Connect the 12 V power from the 

power supply to the board. 
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4.5 Socket LGA1200 Cooling Kit Installation  

 WARNING: 

DO NOT attempt to install a push-pin cooling fan. 

The pre-installed support bracket prevents the board from bending 

and is ONLY compatible with captive screw type cooling fans. 

The cooling kit can be bought from IEI. The cooling kit has a heat sink and fan. 

 WARNING:  

Do not wipe off (accidentally or otherwise) the pre-sprayed layer of 

thermal paste on the bottom of the heat sink. The thermal paste 

between the CPU and the heat sink is important for optimum heat 

dissipation. 

To install the cooling kit, follow the instructions below. 

Step 1:  A cooling kit bracket is pre-installed on the rear of the motherboard. See Figure 

4-7.  
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Figure 4-7: Cooling Kit Support Bracket 

Step 2:  Place the cooling kit onto the socket LGA1200 CPU. Make sure the CPU 

cable can be properly routed when the cooling kit is installed. 

Step 3:  Mount the cooling kit. Gently place the cooling kit on top of the CPU. Make 

sure the four threaded screws on the corners of the cooling kit properly pass 

through the holes of the cooling kit bracket.  

Step 4:  Tighten the screws. Use a screwdriver to tighten the four screws. In a 

diagonal pattern, tighten each screw a few turns then move to the next one, 

until they are all secured. Do not overtighten the screws. 

Step 5:  Connect the fan cable. Connect the cooling kit fan cable to the CPU fan 

connector on the IMB-H420. Carefully route the cable and avoid heat 

generating chips and fan blades.Step 0:  

4.6 DIMM Installation  

To install a DIMM, please follow the steps below and refer to Figure 4-8. 

 

Figure 4-8: DIMM Installation 

Step 1:  Open the DIMM socket handles. Open the two handles outwards as far as 

they can. See Figure 4-8. 
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Step 2:  Align the DIMM with the socket. Align the DIMM so the notch on the memory 

lines up with the notch on the memory socket. See Figure 4-8. 

Step 3:  Insert the DIMM. Once aligned, press down until the DIMM is properly seated. 

Clip the two handles into place. See Figure 4-8. 

Step 4:  Removing a DIMM. To remove a DIMM, push both handles outward. The 

memory module is ejected by a mechanism in the socket.Step 0:  

 CAUTION: 

For quad channel configuration, install four identical memory modules 

that feature the same capacity, timings, voltage, number of ranks and 

the same brand. 

 

4.7 M.2 Module  Installation  

The IMB-H420 provide two ways to install the M.2 expansion card. One is using screw, and 

the other is using the retainer. Please follow the steps below. 

Mode One: Using screw 

Step 1:  Locate the M.2 module slot. See Chapter 3. 

Step 2:  Remove the retention screw secured on the motherboard. 

Step 3:  Line up the notch on the module with the notch on the slot. Slide the M.2 

module into the socket at an angle of about 20Ü (Figure 4-9). 
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Figure 4-9: Inserting the M.2 Module into the Slot at an Angle 

Step 4:  Secure the M.2 module with the previously removed retention screw (Figure 

4-10).  

 

Figure 4-10: Securing the M.2 Module 
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Mode Two: Using the Retainer 

Step 1:  Press the retainer down as shown below. (See Figure 4-11) 

Figure 4-11: Press the Retainer 

Step 2:  Line up the notch on the M.2 module with the notch on the slot. Slide the M.2 

module into the socket at an angle of about 20Ü. (See Figure 4-9)  

Align the notch on the end of the M.2 module with the clip of the retainer. (See 

Figure 4-12) 

Figure 4-12: Aligning the M.2 Module with the Retainer 
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Step 3:  Press the M.2 module down until it is secured into place by the retainer. (See 

Figure 4-13) 

Figure 4-13: Securing the M.2 Module 

Step 4:  If you want to remove the M.2 module, you should press the retainer down as 

described in Step 1 to release the M.2 module. (See Figure 4-11) 

4.8 Software Installation  

All the drivers for the IMB-H420 are available on IEI Resource Download Center 

(https://download.ieiworld.com). Type IMB-H420 and press Enter to find all the relevant 

software, utilities, and documentation.  

 

Figure 4-14: IEI Resource Download Center 

https://download.ieiworld.com/
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4.9 Driver Download  

To download drivers from IEI Resource Download Center, follow the steps below. 

Step 1:  Go to https://download.ieiworld.com. Type IMB-H420 and press Enter. 

 

Step 2:  All product-related software, utilities, and documentation will be listed. You can 

choose Driver to filter the result.  

 

Step 3:  Click the driver file name on the page and you will be prompted with the 

following window. You can download the entire ISO file (¬), or click the small 

arrow to find an individual driver and click the file name to download (­). 

https://download.ieiworld.com/
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 NOTE: 

To install software from the downloaded ISO image file in Windows 8, 

8.1 or 10, double-click the ISO file to mount it as a virtual drive to view 

its content. On Windows 7 system, an additional tool (such as Virtual 

CD-ROM Control Panel from Microsoft) is needed to mount the file.  
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Chapter  

5 

5 BIOS 
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5.1 Introduction  

The BIOS is programmed onto the BIOS chip. The BIOS setup program allows changes to 

certain system settings. This chapter outlines the options that can be changed. 

 NOTE: 

Some of the BIOS options may vary throughout the life cycle of the 

product and are subject to change without prior notice. 

5.1.1 Starting Setup  

The UEFI BIOS is activated when the computer is turned on. The setup program can be 

activated in one of two ways. 

1. Using keyboard: Press the DEL or F2 as soon as the system is turned on.  

2. Using touchscreen: Press the Setup button on the upper right corner of the 

BIOS Starting Menu. 

If the message disappears before the DEL or F2 key is pressed, restart the computer and 

try again, then the BIOS Starting Menu will appear. Select "Setup" and press Enter to get 

into the BIOS Setup. 

 

 Figure 5-1: BIOS Starting Menu 
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5.1.2 Using Setup  

The BIOS Setup menu can be navigated by using a keyboard or a touchscreen.  

5.1.2.1 Keyboard Navigation  

For keyboard navigation, use the navigation keys shown in Table 5-1. 

Key Function  

Up arrow Move to previous item 

Down arrow Move to next item 

Left arrow Move to the item on the left hand side 

Right arrow Move to the item on the right hand side 

+ Increase the numeric value or make changes 

- Decrease the numeric value or make changes 

Page Up  Move to the previous page 

Page Dn  Move to the next page 

Esc  Main Menu ï Quit and not save changes into CMOS 

Status Page Setup Menu and Option Page Setup Menu -- 

Exit current page and return to Main Menu 

F1  General help, only for Status Page Setup Menu and 

Option Page Setup Menu 

F2 Load previous values 

F3 Load optimized defaults 

F4  Save changes and Exit BIOS 

<K> Scroll help area upwards 

<M> Scroll help area downwards 

Table 5-1: BIOS Navigation Keys 

 



 

 

IMB-H420 

Page 96 

5.1.2.2 Touch Navigation  

For touchscreen navigation, use the on-screen navigation keys shown below.  

 
 

On-screen Button  Function  

Previous Values Load the last value you set. 

Optimized Defaults Load the factory default values in order to achieve 

the best performance. 

Back Return to the previous menu. 

Soft kbd Display the on-screen keyboard. 

Save & Exit Save the changes made to the BIOS options and 

reset the system. 

Table 5-2: BIOS On-screen Navigation Keys 
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5.1.3 Getting Help  

When F1 is pressed a small help window describing the appropriate keys to use and the 

possible selections for the highlighted item appears. To exit the Help Window, press the 

ESC key. 

5.1.4 Unable to Reboot after Configuration Changes  

If the computer cannot boot after changes to the system configuration is made, CMOS 

defaults. Use the clear CMOS button described in Chapter 4. 

5.1.5 BIOS Menu Bar 

The menu bar on top of the BIOS screen has the following main items: 

Á Main ï Changes the basic system configuration. 

Á Advanced ï Changes the advanced system settings. 

Á Chipset ï Changes the chipset settings. 

Á Security ï Sets User and Supervisor Passwords. 

Á Boot ï Changes the system boot configuration. 

Á Save & Exit ï Selects exit options and loads default settings 

The following sections completely describe the configuration options found in the menu 

items at the top of the BIOS screen and listed above. 



 

 

IMB-H420 

Page 98 

5.2 Main 

The Main BIOS menu (BIOS Menu 2) appears when the BIOS Setup program is entered. 

The Main menu gives an overview of the basic system information. 

 

BIOS Menu 1: Main (1/5) 

 

BIOS Menu 2: Main (2/5) 
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BIOS Menu 3: Main (3/5) 

 

BIOS Menu 4: Main (4/5) 
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BIOS Menu 5: Main (5/5) 

Č BIOS Information  

The BIOS Information lists a brief summary of the BIOS. The fields in BIOS Information 

cannot be changed. The items shown in the system overview include: 

Á BIOS Vendor: Installed BIOS vendor 

Á Core Version: Current BIOS version 

Á Compliancy: Current UEFI & PI version 

Á Project Version: the board version 

Á Build Date and Time: Date the current BIOS version was made 

Á EC Version: Current EC version 

Č Processor  Information  

The Processor Information lists a brief summary of the Processor. The fields in 

Processor Information cannot be changed. The items shown in the system overview 

include: 

Á Name: Displays the Processor Details 

Á Type: Displays the Processor Type 

Á Speed: Displays the Processor Speed 

Á ID: Displays the Processor ID 
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Č PCH Information  

The PCH Information lists a brief summary of the PCH. The fields in PCH Information 

cannot be changed. The items shown in the system overview include: 

Á Name: Displays the PCH Name 

Á PCH SKU: Displays the PCH SKU 

Á Stepping: Displays the PCH Stepping 

Á TXT Capability of Platform/PCH: Displays the TXT Capability 

Á Production Type: Displays the Production Type 

Á ME FW Version: Displays the ME Firmware Version 

Á ME Firmware SKU: Displays the ME Firmware SKU 

Á PMC FW Version: Displays the PMC Firmware Version 

Č System Date [xx/xx/xx]  

Use the System Date option to set the system date. Manually enter the day, month and 

year.  

Č System Time [xx:xx:xx]  

Use the System Time option to set the system time. Manually enter the hours, minutes 

and seconds. 
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5.3 Advanced  

Use the Advanced menu (BIOS Menu 6) to configure the CPU and peripheral devices 

through the following sub-menus: 

 WARNING! 

Setting the wrong values in the sections below may cause the system 

to malfunction. Make sure that the settings made are compatible with 

the hardware. 

 

 

BIOS Menu 6: Advanced (1/2) 
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BIOS Menu 7: Advanced (2/2) 

Č Case Open Detection  [Disable]  

Use the Case Open Detection option to enable or disable Case Open Detection function. 

Č Disabled DEFAULT Disables Case Open Detection function. 

Č Enabled  Enables Case Open Detection function, and 

always assert beep and hang up during post if 

open status is set. 

Č Reset  Clear open status and set Enable as default, 

you must close case. 
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5.3.1 CPU Configuration  

Use the CPU Configuration menu (BIOS Menu 8) to view detailed CPU specifications or 

enable the Intel Virtualization Technology. 

 

BIOS Menu 8: CPU Configuration (1/4) 

 

BIOS Menu 9: CPU Configuration (2/4) 
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BIOS Menu 10: CPU Configuration (3/4) 

 

BIOS Menu 11: CPU Configuration (4/4) 

Č Intel (VMX) Virtualization Technology [ Enabled]  

Use the Intel (VMX) Virtualization Technology option to enable or disable virtualization 

on the system. When combined with third party software, Intel® Virtualization technology 

allows several OSs to run on the same system at the same time. 

Č Disabled  Disables Intel Virtualization Technology. 
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Č Enabled DEFAULT Enables Intel Virtualization Technology. 

Č Activ e Processor  Cores [All]  

Use the Active Processor Cores BIOS option to enable numbers of cores in the processor 

package. 

Č All  DEFAULT Enable all cores in the processor package. 

Č 1  Enable one core in the processor package. 

Č 2  Enable two cores in the processor package. 

Č 3  Enable three cores in the processor package. 

Č Hyper -Threading  [Enabled ] 

Use the Hyper-Threading option to enable or disable the Hyper-Threading Technology. 

Č Disabled  Disables Hyper-Threading Technology 

Č Enabled DEFAULT Enables Hyper-Threading Technology 

Č Intel(R)  SpeedStep(tm) [Enabled]  

Use the Intel(R) SpeedStep(tm) option to enable or disable the Intel® SpeedStep Technology 

which allows more than two frequency ranges to be supported. 

Č Disabled  Disables Intel® SpeedStep Technology 

Č Enabled DEFAULT Enables Intel® SpeedStep Technology 

Č C states [Disabled]  

Use the C states option to enable or disable CPU power management which allows CPU 

to go to C states when it is not 100% utilized.  

Č Disabled DEFAULT Disables CPU power management 

Č Enabled  Enables CPU power management 
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Č Tcc Activation Offset  [0] 

Use the Tcc Activation Offset option to set Tcc activation temprature at which the Thermal 

Control Circuit must be activated. Tcc will be activated at: Tcc Activation Temp-Tcc 

Activation Offset. Tcc Activation Offset range is 0 to 63.  

Č Power Limit  1 [0]  

Use the + or ï key to change the Power Limit 1 value.  BIOS will program the default 

values for Limit 1 and Power Limit 1 Time Window. For 12.50W, enter 12500. 

Č Power Limit  1 Time Wind ow [0] 

Use the Power Limit 1 Time Window option to select the PL1 time duration. The value 

may vary from 0 to 128. For 0 is the default value  

Č Power Limit  2 [0]  

Use the + or ï key to change the Power Limit 2 value. BIOS will round to the nearest 1/8W 

when programming. 0 = no custom override. For 12.50W, enter 12500.  

Č Turbo Mode  [Enabled]  

Use the Turbo Mode option to enable or disable Turbo Mode which requires Intel Speed 

Step or Intel Speed Shift to be available and enabled.  

Č Disabled  Disables Turbo Mode Technology 

Č Enabled DEFAULT Enables Turbo Mode Technology 
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5.3.2 Trusted Computing  

Use the Trusted Computing menu (BIOS Menu 12) to configure settings related to the 

Trusted Computing Group (TCG) Trusted Platform Module (TPM). 

 

BIOS Menu 12: PCH-FW Configuration 

Č Security Device Support  [Enable] 

Use the Security Device Support option to enable or disable BIOS support for security 

device.  

Č Disable  TPM support is disabled. 

Č Enable DEFAULT TPM support is enabled. 

Č TPM Device Selection [PTT]   

Use the Security Device Support option to enable or disable BIOS support for security 

device. 

Č dTPM.PTT  dTPM.PTT support is enabled 

Č PTT DEFAULT PTT support is enabled 
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Č Pending Operation [None]   

Use the Pending Operation option to schedule an operation for the security device. 

Č None DEFAULT TPM information is previous.S 

Č TPM Clear  TPM information is cleared 
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5.3.3 iEi One Key Recovery  2 

The iEi One Key Recovery menu (BIOS Menu 14) configures recovery event. 

 

BIOS Menu 13: iEi One Key Recovery Settings 

Č Auto Recovery Function  [Disabled ] 

Use the Wake system with Fixed Time option to enable or disable the system wake on 

alarm event. 

Č Disabled DEFAULT The iEi One Key Recovery cannot automatically 

recover the system. 

Č Enabled  If selected, the iEi One Key Recovery option enable 

the system to recover the system automatically. 
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5.3.4 RTC Wake Settings  

The RTC Wake Settings menu (BIOS Menu 14) configures RTC wake event. 

 

BIOS Menu 14: RTC Wake Settings (1/2) 

 

BIOS Menu 15: RTC Wake Settings (2/2) 






















































































































